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NUMERO DE cODIGO
3362158IN

DESCRIPCION

4" Trim Plate, Plug Adapter Power Supply, Back-Check Tee, Polished
Chrome Finish, 0.5 gpm, Multi-Laminar Spray, Infrared Sensor, Sloan®
Cableado-Energizado Cubierta-Montado Medio Cuerpo Llave.

DETALLES

indice de Flujo: 0.5 gpm (1.9 Lpm) (0.5GPM)
Tipo de Rocio: Multi-Laminar (MLM)

Tipo de Sensor: Infrared

Tipo de Montaje: Single Hole

Placa de Montaje: 4" (102mm) (4)
Suministro de Energia: Plug Adapter (PLG)
Mezcladora de Temperatura: Back-Check Tee (TEE) 4% >
Acabado: Polished Chrome (CP) (115 mm)
Factory Default Timeout: 30 seconds
GPC Predeterminado de Fabrica: 0.25

CARACTERISTICAS
Commercial Grade, ADA Compliant, Electronic, Sensor-Activated,
Brass Pedestal Hand Washing Faucet with the following features:

Adjustable Infrared Sensor Range 200

36" (914 mm) Long Sensor Cable

24" (610 mm) Long Flex Hose 6”
Filtered Solenoid Valve with serviceable Strainer Filter (152 mm)
Includes Four (4) AA-size Batteries

Includes appropriate Mounting Hardware

ESPECIFICACIONES ELECTRICAS

e Vida de la Bateria: 2 afios 8,000 ciclos/mes
e Rango de Sensor: 4"-7" (102-178mm)

e Configuracién de Ajuste de Pausa: 30s

CUMPLIMIENTOS Y CERTIFICACIONES

VI D E o S LOW-LEAD LOW-LEAD

SF-2100/2150/SF-2200/2250/SF-2300/2350/SF-2400/2450 Parts .n\?" b ("*@
O NTo e ASME A4

Breakdown
° SF-2100/2150/SF-2200/2250/SF-2300/2350/SF-2400/2450 SR .

Module Replacement M @
° SF-2100/2150/SF-2200/2250/SF-2300/2350/SF-2400/2450 h

Battery Replacement- Sensor Range Adjustment (Certificado por cUPC, Certificado por UPC, Cumple con ASME

Al112.18.1, Cumple con Bajo Plomo de UPC, Cumplen con la
DESCARGAS Ley ADA, cUPC Low Lead Compliant, IAPMO, Listado por
e SF Series Installation Instructions WaterSense, NSF-61, Proposition 65, WELL Building Standard)
e SF Series (FR) Installation Instructions
) , . NOTAS
e SF Series (SP) Installation Instructions ) » ) i
. . Toda la informacién contenida dentro de este documento esta
e SFP 35-A Installation Instructions . L . .
) i sujeta a cambio sin previo aviso.

e Trim Plate Guide
e SF-2400/2450 Repair and Maintenance Guide Buscar otras variaciones del SF-2400 producto? Ver la hoja de
e Descargas Adicionales especificaciones generales con todas las opciones.

Encontrar un despachador de jabdn que haga juego para esta
llave.
Encontrar un lavabo compatible para esta llave.
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https://vimeo.com/307089947
https://vimeo.com/307089947
https://vimeo.com/307089947
https://vimeo.com/307087494
https://vimeo.com/307087494
https://vimeo.com/307087494
https://vimeo.com/307085279
https://vimeo.com/307085279
https://vimeo.com/307085279
https://wwwdev2.sloan.com/sites/default/files/2022-11/0816496Rev6.pdf
https://wwwdev2.sloan.com/sites/default/files/2015-12/0816563-fr.pdf
https://wwwdev2.sloan.com/sites/default/files/2022-03/0816568SP_Rev2.pdf
https://wwwdev2.sloan.com/sites/default/files/2015-12/0816817.pdf
https://wwwdev2.sloan.com/sites/default/files/2024-07/Trim%20Plate%20Guide.pdf
https://wwwdev2.sloan.com/sites/default/files/2024-11/SF-2400%2C%20SF-2450%20Repair%20and%20Maintenance%20Guide.pdf
https://wwwdev2.sloan.com/commercial-bathroom-products/faucets/sloan/sf-2400#downloads
https://wwwdev2.sloan.com/es/general-spec/311
https://wwwdev2.sloan.com/es/general-spec/311
https://wwwdev2.sloan.com/es/general-spec/311
https://wwwdev2.sloan.com/es/commercial-bathroom-products/soap-dispensers
https://wwwdev2.sloan.com/es/commercial-bathroom-products/sinks
https://www.sloan.com
https://wwwdev2.sloan.com/es/spec-sheet/3362158IN
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GARANTIA
View Warranty Information
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https://legal.sloan.com/warranty-policy.html
https://www.sloan.com
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SLOAN.

PREPARACION

2-1/8"

(54 mm) |

SPOUT \@

SLOAN® SENSOR LLAVE
SF-2400-4-PLG-TEE-CP-0.5GPM-MLM-FCT

TRIM 1-1/4" (32 mm)
PLATE MIN. DIA. HOLE
REQUIRED
N p HOT AND COLD WATER
' <] |\‘§< ' SUPPLY APPLICATIONS
g j (SPECIFY IN MODEL VARIATION)
GASKET _ I 1-[%5; (%SE é?(m)
RETAINER 5 THICKNESS

24” (610 mm)
LONG FLEX HOSE

36" (914 mm)
LONG SENSOR
CABLE

CONTROL MODULE

iy 3/8” COMPRESSION
- CONNECTION

BDM VARIATION

COPPER TUBE (BELOW DECK
4 OR FLEXHOSE MECHANICAL)
(NOT SUPPLIED)
TEMPERED
< gpPPLY

COLD
SUPPLY

SUPPLY
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